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Tank Installation Details 

 

Notes: 

1. BOTTOM OF FOOT VALVE/STRAINER TO BE 1" FROM BOTTOM OF STEEL TANK. 

2. COMMUNICATION PORT NOT NEEDED FOR DOUBLE WALL STEEL TANKS. 

3. STAIRWAY ASSEMBLY TO FILL PORT. 

 

Notes: 

1. BOTTOM OF FOOT VALVE/STRAINER TO BE 1" FROM BOTTOM OF STEEL TANK. 

2. STAIRWAY ASSEMBLY TO FILL PORT. 



#
CONCRETE POST BARRICADES
NTS

NOTES:
1. POST BARRICADES SHALL BE PAINTED WITH ONE PRIME COAT OF RED

OXIDE (PAINT NO.1). ONE FINISH COAT OF DULL BLACK ENAMEL PER VA
SPECIFICATIONS AND STRIPES CONSISTING OF 4" [102mm] BANDS OF
YELLOW REFLECTORIZED TAPE SHALL BE USED UNLESS OTHERWISE

SPECIFIED ON THE PLANS.

2. FINISH COLOR COMBINATIONS, OTHER THAN THAT SPECIFIED ABOVE,
SHALL BE SUBMITTED TO THE AGENCY FOR APPROVAL.

5"∅x7'-0"

[127∅x2134mm]
STANDARD PIPE

POST BARRICADE

CONCRETE FILLED

UTILITY CONCRETE

PER VA

SPECIFICATIONS

5' O.C.[1.5m]

3"∅x5'-0"

[76∅x1524mm]
STANDARD PIPE

POST BARRICADE

CONCRETE FILLED.
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